
 
 
 

 
The May 2008 issue of the Badger Bulletin had an article 
on installing your red WBCCI numbers using cling film 
as to not stick them direct on your units aluminum skin. I 
installed mine using the cling method last summer. It 
worked well and was easy to install.  
 
Then winter came and the cling did not weather well on 
my unit (my trailer is stored outside in SE Wisconsin). 
Water, ice and dirt got behind both the upper edge of the 
cling film and to some degree the upper edges of the  
numbers applied to the cling film. In spring I removed 
the cling sheet, cleaned the back side of it and the trailer, 
then reinstalled. The top edges of the numbers are a little 
loose, but ok.  
 
Next fall I plan on removing the cling film and storing it 
inside for the winter. 
 
The original article was published in the September 2007 
Blue Beret, page 22 "Phred Sez" article. It is also 
available on the wbcci.org website under the 
Maintenance tab, scroll down to Phred Sez Sept.  
2007. Call or email me with questions. 
 
                                                                 Bob Manak 
 

Photo from the H.H.  Bennett Historical Museum in the 
Wisconsin Dells. Pictured are a couple from Miami 
entering the site of the 2nd National Rally at Chula Vista 
Farms. 
 
Update 
 
Please change the email address for the Upton’s in your 
Directory to: 
                        w.mupton@yahoo.com 
 
Remember to send your changes to the Editor! 

Photos from the 1959 Chula Vista Rally site. 

 
 
 

 
 

 
Do you carry fire 

insurance? 
We all do to protect our property.  But did you know that 
statistics show that an RVer  is five times more likely to 
need emergency evacuation insurance, sometime during 
their lifetime, then fire insurance?    
 
Think about it!  Don’t get caught with a huge unexpected 
expense.  Check out the benefits of SkyMed. 

 
Contact: 

 
Stanley and Mary Schwenke 

Cell:  920-918-9923 
e-mail:  smh9112@hotmail.com 

 
Paid Advertisement                     

      5. 

aa9jw
Typewritten Text
Badger Bulletin  May 2009

aa9jw
Typewritten Text

aa9jw
Typewritten Text



John Sellers at sellersj@erinet.com or 937-848-5924 
for more details.John and Barb are also selling a 1994 
Cadillac Fleetwood Brougham, 5.7 liter V-8, rear 
wheel drive, with the right rear end ratio for towing 
and a transmission oil cooler.  Barb says the color  
is "mauve", but it looks gray to me!  Low mileage, 
63,416 miles, and in  unusually good shape for its age  
It's all ready to tow an Airstream, with Class III  
receiver hitch, new Prodigy brake controller, and a 
Modulite HD trailer lighting module.  Gets 12-13 
MPG towing a 22 ft Caravelle. 
 

 
 
We are asking $5,500 for it, "average" NADA blue 
book price for an above-average condition car.  If 
someone in the Wisconsin Unit wants it,  
we can bring it to the Jefferson rally.  Contact John. 
 
 

 
Thinking of our many new members with new 
Airstreams, below is a reprint of a “Phred Sez” column 
from the Blue Beret last year. Without your red 
numbers in sight, you are always at risk of being 
approached by any WBCCIer trying to recruit you!  
 
 “A new way to apply numbers comes via Jerry 
Larson, WBCCI #144, from Charles Scott, WBCCI 
# 5641. Charles bought a product used by NASCAR 
racing teams to attach decals to race cars. Since the 
product is guaranteed to stay on at 200 mph, it should 
be secure on our travel trailers! The decals are applied 
to a clear Static Cling plastic film and then applied to a 
flat surface or a single direction curved surface 
including aluminum, glass, or fiberglass. The attached 
photo (next column) shows fingers pointing to the 
edges of the clear film beside the numbers on Charles’ 
Airstream. The clear film is very difficult to see, 
except on close inspection. Since the film is purchased 
by the square inch, Charles suggests arranging the 
decals (numbers, logo, and stars if any) then adding a 
½ inch border all around the proposed 
 
application and ordering that amount for the front and 
an equal amount for the rear of the Airstream. At each 

end Charles used one piece for the numbers and a 
second for the logo/stars. Avoid applying it over 
aluminum panel seams, since the static cling does not 
seal as well over the rivets and seamed surface 
variations. A purchase of smaller pieces (or 
of a larger piece that can be cut without waste) that 
will fit between the seams is suggested. The number of 
seams on the trailer end cap varies with the year of the 
Airstream. 
 
If seams are not a concern the numbers, logo, and stars 
can be placed on the static cling while sitting at a 
table. Be aware that equal spacing between numbers is 
not an absolute guarantee of visual correctness in 
number spacing. For instance the number one (1) 
looks crowded and generally needs more space on 
each side to be visually appealing. Also beaware that 
the numbers 6 and 9 as well as 3 and 8 are prone to get 
slightly twisted from the vertical in their number 
position. Walk away and take a look at it from a 
distance to see if minor refinements are required. 
When satisfied mark the static cling at the corners and 
edges of each number/logo/star and apply each to the 
face of the static cling on its exact marks. This is 
usually done with a drop of Joy liquid detergent in a 
quart of distilled water. Utilizing a spray bottle with 
the sprayer set to mist, spray the sticky side of the 
decals and the surface to which each will be 
applied. The moisture allows for sliding the number 
along the plastic to settle on each exact mark. Gently 
blot or rub out moisture or air pockets in each decal 
before continuing to the next. 
 
After allowing the numbers/logo/stars to set on the 
static cling until dry, their application to the trailer is 
accomplished in a similar manner. Clean the trailer 
surface, peel the white paper backing off the static 
cling, spray the trailer and the clear plastic, and apply 
per the static cling directions, making 
sure it is centered and level. A squeegee may be used 
to gently remove excess water and air bubbles. 
The website for information/ordering is http:// 
squierdesign.com. Charles indicates the four pieces 
(which he ordered with radius corners) with ½ inch 
borders for his Airstream will probably cost less than 
$70. Once applied to the Airstream, static cling clear 
plastic film can be peeled off in seconds and reapplied 
many times.”                                    J. Fed Ettline                                  
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